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EROSTON, SEDIMENTATION, AND POLLUTION CONTROL PLAN GENERAL NOTES

The Eroston Control Plan is provided by the Department, If fhe Contractor elects to alter the stage construction from thot shown In the plans, 1t will be the responsl!bitity of the
confractor to revlse the eroslion control pilans fo reflect all changes In staging. Thls will glso Include any revisions to eroston and sedlmentation control liem quantities. Major
modificatlon or deletion of speclfled structual BMP’'s that are speclfied In the ESPCP willi! require a formal revision of the ESPCP ond the signlfure of ¢ design professional.
Addlflonal BMP’s may be added as directed by the Englneer,

STABILIZATION MEASURES MAINTENANCE

As @ minimum fhe Contractor shall complete the permanent grassing, or All sediment! confrol devices fexcept sedliment basins) Installed on a project

temporary grassing and mulchlng, as appropriate, on all cut and flil slopes shall as a minimum, be cleaned of sedlment when one-halfl the capacity, by

on g weekly basis durlng grodlng operations, except projfects with o fotal of 3 hefght, depth, or voiume has been reached. Sediment baslns shall be clegned

acres or less of grassing may be lreated every fwo weeks., When conditlons of sedliment when one-thlrd the copocity by volume has been reaoched.

warrant, fhe Englneer may requlre more fregquent lntervals for thls work. it Is

exiremely Important to get o cover, whether It s mulch, temporary grass or As a minlmum the Contractor shall complete fhe permanent grassing, or

permanent grass. Adequate mulch s a musi. temporary grassing ond or mulching as approprilate, on all cut and filtl siopes
on g weekly basis durlng gradlng operations, except projects with a total of 3

When grodlng operations or other soll disturbing activities haove been acres or less of grassing may be freated every two weeks. When condlilons

suspended, for whatever reason, the Confractor shall promptly perform warrant, the Engineer moy requlre more frequent Intervais for 'his work.

needed grasslng work and/or erosfon controf work as shown In the plans,
submitted by the Contractor or as dlrected by fhe Engineer.

Temporary grass shall be used when requlred by the specificatlons or as
directed by the Englneer to control eroslon In areas where permanent
grassing cannof be planted. Temporary grass shall be vsed where gn areg INSPECT 1 ONS
must be protectfed for fonger than mulch 1s expected to tast which 1§ 60
calendar doys. After 60 calendar days, areas wilth only muich shall be

planted with temporary grass and mulched agaln. All Inspectlons shall! be documented on form DOT-EC-1.
Temporary grass shall be a quick growlng species sultable to the greag and Dally:
season, Seeds shall conform to the requirements of current speciflcations and
or speclal provistons., Seeding shall be done in accordance with fhe Dally Inspections shall be conducted by the WECS or qualifled personne! on
requlrements of current speciflcatlons and or special provislons, except that the followlng oreas:
ground preporatlon shall be the minlmum required to provide o seed bed
where further grading will be requlired. Areas that requlre no Further grading a. petroleum product storoge, usage ond handling aregs
shal! be prepared In accordance with current speciflcations and or speclal b. alf focaotlons where vehlcles enter/exit the site
provisions. Llme shall be omitited unless the area will later be pianted In
permanent grass without further gradlng: in which case, !lme willl be applled Weekily and after Rainfall Events:
according to current speciflcatlons and or speclal provisions, mlxed grade,
shatl be opplied af the rate of 400 pounds per acre. Nlirogen shali be omltted. The followlng areas shall be Inspected by fhe WECS or qualified personne!l
All temporary grass shall be mulched 1n agccordance with current every seven (7) colendar days aond wlthin twenty-four (24) hours of the end
speclficatlons and or special provislons. of a ralnfall event that 's 0.5 Inches or greogter:
All areas where femporary grass has been pfanted shall be prepared In a. dlsturbed areas nof permanently stablilzed
gccordance wlth current speciflcaftlons and or special provlsions prior to b, mgteriagl storoge areas
planting permanent grass. ¢. Structurg! confrol measures (BMP’s)
Where sfage constructlon (or other condltions not controlled by the Within 7 colendar days after fhe inltlal Instalilatlon of the eroslon control
Contractfor) prohiblts the compieftlon of @ roadway section in a conflnuous devices requlred by the erosion contro/ plan, the Englneer shall Inspect the
manner, fhe Contractor shall apply mulch to control eroslon for o perlod of Installatlon and condlilon of eagch device. Thlis Inspection shafl be performed
60 cafendar doys or less. for each stage of construction when new devices are Installed,. All

deflciencles shall be reported In writing to fthe Contractor and correcflons
Areas stabllized wlth only muich shall be plonted with temporary grass and shall be made wifhlin two business days.
mufched agalin after 60 calendar days.

Monthly:
Mulch shall be uniformly spread over the designoted areas from 2 inches to
4 Inches thick., After spreading, mulch sholl be walked In with g tracked Once per month, the WECS or quolifled personnel! shall Inspect all agreas
vehlcle (preferred method), empty sheep Toot roffers, 1I1ght dlscling, or by any where flnal stabliizaetion has been completed, I'hese areas shall be Inspectfed
other means which does not destroy the Fflnlshed cross section of ithe for evidence of sediments or pollutants enterling the dralnage system and or
prepared greas, and whlech Is satlsfactory to the Engineer. Mulch may be recelving waters. Any erosion control devices thaf remagln In place shall be
placed on slopes as steep as 2:1 using o fracked vehlcle to Imbed the mulch Inspected to verlfy the malnftenance status and that! the devices gre
Into the slope. Where specifled., mulch shall be bituminous treated In functioning properivy.

accordance with current specificatlons and or special provislons,
These lnspectlions shafl continue untt! the Notlce of Termlnation s

When grassing operations begin, muich shall be left In pilace and plfowed Into submlited.

the soll during the process of seedbed preparation, thereby becomlng

beneflclal plant food for the newly planted grass. Mulch required for Faollure to perform Inspections a5 required by thilis Speciflcation and fhe
protection of newly plonted grass shall be In additlon fo the mulch specified NPDES permlt shall result In the cessaltlon of all constructlon agetlvities wiith
hereln, fhe exception of Traffic Control and Eroslton Control. Contlnued follure to

perform Inspectlons shall result In non-refundabie deductlons as specifled In

fhe current specificatlons and or speclal provisions.
WASTE DISPOSAL

Consfruction waste or debrls shall be prevented from belng allowed to Foll or
be placed Into wetlands, or waters of the stale.
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